MERA[ NOT

18 SO YD OF STOME RIPRAP, CLASS A4 AND FILTER FABRIC HAVE BEEN INCLUDED IN THE PLANS 710
ADDRESS AN EXISTING SCOUR I[SSUE AT THE EASYT END OF THE EXISTING BOX CULVERT AT 5TA 45Z+72,
PROPOSED RIPRAP SHALL BE PLACED 2' DEEZP AS DIRECTED BY THE ENGIMNEER.

TEMPORARY TAPE SHALL BE USED ON THE SURFACE COURSE AND HOT-MIX ASPRALT SHOULDERS. PAINT
SHALL BE USED ON MILLED SURFACES.

THE MATERIAL USED FOR AGCREGATE WEDGE SHOULDER, TYRE 8 5SHALL BE CRYSHED 3ITONE, CRUSHED
CONCRETE, OR RAP,

THE TOTAL QUANTITY 0F THERMOPLASTIC PAVEMENT MARKING - LIME 47 CONSISTS OF 38, 949
FEET OF YELLOW AND 38, 340 FEET OF WHITE,

THE TOTAL QUANTITY OF PREFORMED PLASTIC PAVEMENT MARKING
CONSISTS OF 9, 735 FEET OF WHITE,

TYPE B - INLAID - LINE &7

THE TOTAL QUANTITY OF GUARDRAIL MARKER, TYPE A CONSISTS OF 53 MONCDIRECTIONAL CRYSTAL MARKERS

THE RAISED REFLECTIVE PAVEMENT MARKERS SHALL BE PLACED AS DOUBLE MARKERS ON 1-57 AS SHOWN ON
SYANQARD 781001, THE TOTAL QUANTITY OF RAISED REFLECTIVE PAVEMENT MARKERS I3 974 ONE-WAY

CRYSTAL,

ALL EXISTING INTERSTATE DELINEATORS SHALL BE REMOYED AS DIRECTED BY THE ENGINEER. THIS WORK WILL
BE CONSIDERED INCLUDED In THE COST OF THE CONTRACY ITEMS INVOLVED AND mO EXTRA COMPENSATICON

WiLL BE ALLOWED.

ALL OF THE EXISTING HMA SHALL BL REMOVED OFF TRE ORIGINAL CONCRETE PAVEMENT, THL SKOULDERS
SHALL BE MILLED AT INTERMITTENT LOCATIONS 7O ALLOW FOR ADEQUATE GRAINAGE. THE LOCATIONS
SHALL BE OETERMINED 8Y THE ENGINEER IN THE FIELD, THE COST OF ALLOWING ADEQUATE DRAINAGE
SHALL BE INCLUDED IN THE CDST QF THE PAY JTEMS INVDLVED.

AN ESTIMATED QUANTITY OF HOT-MIX ASPHALT FOR PATCHING POTHOLES (COLD MIX) HAS BEEN INCLUDED
FOR ANY NECESSARY POTHOLE PATCHING, POTHOLE PATCHING LOCATIONS INCLUDE ORIGINAL CONCRETE
PAVEMENT LOCATIONS DISCOVERED AFTER FULL-DEPTH ASPHALT REMOVAL AND ANY EXISTING HMA SHOULDER
LOCATIONS DAMASED BY TRAFFIC DURING STAGE CONSTRUCTION. THE QUANTITIES OF POTHOLE PATCHING
SHOWN 1N THE PLANS ARE ESTIMATES ONLY, THE FINAL LOCATIONS AND QUANTITIES SHALL BE DETIRMINED
BY THE ENGINEER IN THE FIELD.

THE RESIDENT ENGIREER SHALL BE THE SOLE JUDGE COMCERMING THE CURING TIME FOR THE VARIQUS
HOT-MIX ASPFRALY LIFTS.

THE CONTRACTOR SHMALL PROVIDE INTERNET ACCESSIBILITY TG THE HOT-MIX ASPHALT PLANT QUALITY
CONTROL LAB 8C THAY HOT-MIX ASPHALY PLANT REPORTS AN BE E-MALLED T0 THE DISTRICT
£ THIS ®WORK SHALL BE INCLUDED IN THE COST OF ALt HOT-MIX ASPHALT ITEMS,

s ADDITION 70 TRE REQUIREMENTS In ARTICLE 701,150},
CONTRACTOR,

& LAPTGP COMPUTER SHALL BE SUPPLIED 8Y

A UNIFORMLY STRAIGHT SAW CUT SHALL BE MADE AT LOCATIONS WHERE PROPOSED NEW COMSTRUCTION WILL
ABUT EXISTING HOT-MIX ASPHALT SURFACES, THE SAW CUT SHALL BE MADE FULL DEPTH THROUGH THE
EXISTING SURFACE, THIS WORA WILL 8f CONSIDERED INCLUDED IN THE COST OF THE CONTRACT [TEMS
INVOLVED AMD NO EXTRA COMPENSATION WILL BE ALLOWED

THE FOLLOWING MIXTURE RECGUIREMENTS ARE APPLICABLE FGR THIS PROJECT:

SHEET MO

10-13
14-15

TiTLE

COVER SHERT

GENERAL NOTES, INDEX OF SHEETS, LIST OF STANDARDS
SUNMMARY OF QUANTITIES

TYPICAL SECTIONS

STAGING TYPICAL CROCSS SECTIONS

PAVING DETAILS

SCHEDULES

PLAN SHEZTS

PAYEMENT MARKING DETAILS

THE FOLLOWING STANDARDS ARE A PART OF THESE PLANS AND ARE [NCLUDED FOLLOWING THE
LAST MUMBERED SHEET OF THE PLANS.

Q0Q0G1-08
001008

G30001-10
530301-08
631033-03
835001-01
635006-03
835011-02
£42001-07
701:Gi-04
TOLI06-02
TO145G-07
TOLA01-08
701406-08
70143108
701426-06
TOLSGL-03
7800G1-04
TEIOGLI-03

STANDARD SYMBOLS. ABSREVIATIONS,
CECIMAL OF AN INCH AND OF A FQOOT
STEEL PLATE BEAM GUARDRAIL

AND PATTERNS

SHOULDER WIDENING FOR TYPE 1 (SPECIAL) GUARDRAIL TERMINALS

TRAFFIC BARRIZR TERMINAL,
DELINEATORS

REFLECTOR AND TERMINAL MARKER PLACEMENT
REFLECTOR MARKER AND MOUNTING DETAILS
SHOULDER RUMBLE STRIPS, 18 IM
OFF-ROAD OPERATIGNS, MULTILANE, L5
QFF-RO OPERATIONS, MULTILANE, MORE THAN 15’
APPROACH TO LANE CLOSURE, FREEWAY/EXPRESSWAY
LANE CLOSURE, FREEWAY/EXPRESSWAY

LANE CLOSURE, FREEWAY/EXPRESSWAY, DAY OPERATIOMS ONLY
LANE CLOSURE, MULTILANE, AT ENTRANCES OR EXIT RAMP,
LANE CLOSURE, MULTILANE,
TRAFFIC CONTROL DEVICES
TYPICAL PAVEMENT MARKINGS
TYPICAL APPLICATIONS RAISED REFLECTIVE PAVEMENT MARKERS

TYPE &8

AWAY

INTERMITTENT OR MOVING QPERATION,

TQ 24" FROM PAVEMENT EDGE

FOR SPEEDS >= 45 MPH
FOR SPEEDS »= 45 MPH

APPLICATION AL/ PG DESIGN AR MIXTURE FRICTION
¥EIDS COMPOSITION AGGREGATE

HMA SURFALE COURSE:

POLYMERIZED HMA

SURFAZE COURSE, sBS PG 10-22 4.0% & N=50 L -~ 9,5 Mix O

MIX DY, NSO

TOP BINDER COURSE LIFT:

POLYMERIIED HMA BINDER

COURSE, IL~19.0 FG, NBO SES PG 10-Z2 4,04 @ nN=9%0 it - 1.0 FG NSA

BOTTOM BINDER COURSE LIFT:

HMA BINDER COURSE,

IL-18, 0 FG, N9O PG ©4-22 4. 0% @ N30 1L - 19.0 FG NSA

HMA SHOULDERS:

HMA SURFACE COURSE,

MI¥ 07, N9O PG £4-22 4,074 2 N=90 L - 9.3 MIX C
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